


















































































































































Function Volume (m3)  Location Dedicated Area?
Can Share Volume with 
These Functions Frequency Duration Rationale & Assumptions
Emergency 










cleansing 4.34 Stationary Yes Weekly Minutes
Per HIDH (2.06 m tall x 1.06 m deep x 2m 
wide)



































































































































































Side ViewGraphics Courtesy E. Twyford
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Sanity Check: Historical Comparison
Parameter DSH Mir Skylab  TransHab BA 330 6‐CrewISS
Crew 4 2 – 6 (3 typ.) 3 6 6 6
Mission 
Duration 380 Days Up to 437 Days Up to 84 Days 180 Days
180 Days Per 
Expedition
180 Days Per 
Expedition
Length  8 m (26.25 ft)
14.4 m Spektr
(47.2 ft)
14.66 m 
Workshop
(48.1 ft)
11 m (36 ft) 14 m (45 ft)
8.5 m (Destiny 
Module)
(27.9 ft)
Diameter 7.0 m(22.97 ft)
4.15 m max.
(13.6 ft)
6.7 m Workshop
(22 ft)
8.2 m 
(27 ft) 6.7 m (22 ft)
Typ. 4.2 m 
(13.8 ft)
Total 
Pressurized 
Volume
274.9 m3
(9,708 ft3) 
380.1 m3
(13 419 ft3)
>345 m3
(12,184ft3)
339.8 m3
(12,000 ft3)
330 m3
(11,653.8 ft3)
Total 916 m3
(32,348 ft3)
Pressurized 
Vol per Crew
68.73 m3
(2,427 ft3) 
126.7 m3 w/3 crew 
(4,474 ft3)
>115 m3
(4,061 ft3) 
56.63 m3
(2,000 ft3)
55 m3
(1,942 ft3)
152.7 m3 
(6crew) 
(5,393ft3)
Habitable Vol
per Crew
33.12 m3
(1,170 ft3)  ‐‐
115 m3
(4,061 ft3)  ‐‐ ‐‐
64.67 m3
(2,284 ft3)
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Conclusion
Methodology Produces a Reasonable Point of Departure
*Uses Bottoms-Up 
Volume/Crew
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Pressurized Volume Per Crew (m3) Initial pressurized volume 
per crew member 
compares favorably to 
historical spacecraft 
designs
Habitable volume per crew 
member  also seems 
reasonable with respect to 
historical design guidance
